
WIRING INSTRUCTIONS TO INSTALL 44-500 STEREO IN MORGAN OLSON

INSTALLING OUR NEW 44-500H AND 44-500C HARNESS

Morgan Olson has a radio with a special 
wiring harness that will work with our 
44-500 camera-ready stereo. If you remove 
the harness at the connection directly on the 
malfunctioning radio you should be able to 
install it into the back of our radio as a plug-
and-play with just a few other connections. 
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If you do not have the harness coming off the 
radio you can use our 44500H and 44-500C 
harnesses to hook into your existing system 
with one camera. See the instructions below. 
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Installing the 44-500H Stereo Harness

1.) Plug new 44-500H harness 
into original 8 prong plug 
that is on the body of the 
truck

2.) Attach green/white striped 
wire to the brown reverse 
wire

3.) Plug the 44-500H harness 
into the 20 prong plug into   
the back of the new stereo

INSTALLING OUR NEW 44-500H AND 44-500C HARNESS

These instructions are for installing the wiring harness on a Morgan Olson Stepvan. You 
only need these instructions when you do not have the wiring harness that plugs directly 
into the back of the stereo but you do have the 8 prong plug that comes from the stepvan 
body for the old stereo.

The brown reverse wire 
is in this harness behind the 

stereo. Splice the green/white 
striped wire to the 

brown wire

Installing the 44-500C Camera Harness

1.) Splice the two blunt cut leads to a 12V power supply, (Red) 
positive, (Black) Negative.

2.) Plug the RCA jack to the yellow camera RCA jack off the 
back of the stereo

3.) Connectd the other side with the 4 prong CEC connector to 
the exising wires coming from the camera.



44-500H WIRE HARNESS CODES FOR INSTALLING IN MORGAN OLSON


